SEALANT

ALUMINIUM GUTTER
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SECTION "A-A"
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12 m CTRS MAX.

12 m CTRS MAX.

4 No. CONTINUOUS LINES
OF SEALANT / TAPE
BETWEEN BUTT STRAP
JOINT & GUTTER,
INCLUDING GUTTER
WALLS

GUTTER

Al

—1

10 mm HOLES POSITIONED
AT EQUAL DISTANCES APART
INCLUDING GUTTER WALLS

150 mm

PLAN ON BUTT JOINT

KALZIP
GUTTER

BUTT STRAP FIXED TO
UPPERMOST PART OF
GUTTER WALLS

SILOCON SEALANT,
BUTYL TAPE OR EQUIVALANT

SECTION THRO' TYPICAL

GUTTER PROFILE

Notes

1. All Dims in mm Unless Otherwise
Stated

2. Do Not Scale From This Drawing

3. Isolate All Dissimilar Materials
With Barrier Tape

4. Ifin Doubt, ASK

(1) Kalzip LINER SHEET
(2)Kalzip VAPOUR CONTROL LAYER (V.C.L)

(3)HALTER CLIPS

(4)Kalzip THERMAL INSULATION.

(5) TOP SHEET

(§) GUTTER SYSTEM
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